
S P E C I F I C A T I O N S

TA-8800D | MediaHub™ SL Desktop
Low-profile, multi-media desktop connectivity panel allows guests to connect their portable  
electronic devices to the in-room flat screen TV or sound system. Guests use MediaHub to  
play their own movies, music, games, and even business presentations on the in-room TV. 

n	 All-in-one audio/video connectivity in a slim, low-profile  
	 desktop design.

n	 Compatible with any hospitality or consumer grade TV  
	 with available A/V inputs.

n	 Supports a wide range of  portable devices such as laptops,  
	 tablets, game consoles, smartphones, DVD/Blu-ray  
	 and much more.

n	 Includes high-current USB charging port that fast-charges  
	 a wide range of  portable devices, including iPads® and  
	 other tablets.

n	 Simple to install, place on desk or nightstand. Three meter cables 	
	 attached and sheathed on both ends included. Security clamps 	
	 available (sold separately).

n	 iDevice-friendly, plays music and movies through the MediaHub 	
	 using a retail iPod-to-Composite cable or iPad-to-HDMI adapter. 

n	 Individual cables and Guest ConnectKits are available  
	 for additional purchase. 

n	 Affordable and scalable to fit any budget. Add Auto-Switching 	
	 Module installation kit and/or TeleAdapt iDock™ (sold separately).

n	 Can be deployed worldwide.



7” (178 mm)

1.9”
47.80 mm)

1.06”
(27 mm)

1.16”
(29.40 mm)

AUDIO/VIDEO                       PC                 HDMI             USB

MediaHub SL Product Range

This model is one of  a range of  TeleAdapt  
slim line MediaHubs:  

n	 TA-8800 | MediaHub SL (passive model)

n	 TA-8800D | MediaHub SL Desktop (passive model)

n	 TA-8830 | MediaHub SL+ (active model)

n	 TA-8830D | MediaHub SL+ Desktop (active model)

n	 TA-8300 | iDock attachment for MediaHub SL+

Scalable and Compatible with TeleAdapt Auto  
Sensing Module (ASM) and TeleAdapt iDock™  
(sold separately)

TeleAdapt’s MediaHub SL range is designed to be  
scalable for adding more features and functionality. To 
add auto-sensing and TV-switching with hospitality’s 
most popular TV’s and entertainment system providers, 
use Auto-Switching Module (ASM) Installation Kit to  
make the MediaHub SL+. Or, choose to add iPod AV 
docking with the iDock™ for a complete personalized 
in-room entertainment solution.

Please contact TeleAdapt to check compatibility with 
your TV or entertainment system.

Certifications

CE, FCC certified

Warranty

One year.

Guest-Facing AV Inputs 

A	 Composite Audio/Video

B	 Mini Stereo Jack

C	 VGA (RGB)

D	 HDMI

E	 USB Charging Socket (2.1 Amp)

Dimensions

7” W x 1.16” H x 1.9” D 
(178mm x 29.4mm x 47.8mm) 

Requirements

AV inputs required on TV:  

n	 3RCA Composite AV (Video 1)

n	 VGA (PC Video)

n	 Paired PC audio

n	 HDMI 

Power Requirements

n	 120V/15Amp AC outlet to power USB charge port.

Installation Kit

Installation kit includes 3.5m AV cables and power  
supply. Shorter or longer cables available by special  
order. See installation guide for more details on making  
the connection to the TV.

Guest ConnectKits™

TeleAdapt offers guest cable kits to complement your  
in-room MediaHub SL panel with audio, video, iPod  
and charging cables, perfect for concierge rental or  
minibar sale. Individual cables also available. Ask  
your sales rep for details.

Keeping Your World Connected™ and MediaHub Active™, are trademarks of  
TeleAdapt, Inc.  iPod® and iPhone® are registered trademarks of  Apple Inc., 
registered in the U.S. and/or other countries. 

Visit our website at: www.teleadapt.com 
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